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VXi Connect Skype


VERSION: 1.1.0
Release date: 08-12-2015

Scope
This release note applies to VXi Connect Skype software version 1.1.0. It provides information about new features and changes.

Software description
This utility will be the communication mechanism between Skype and VXI products that feature a USB connection. This application is essential software used to manage calls directly from VXI products with volume, on/off hook and mute inline controls. This application also provides services needed for displaying call status, mute status and presence status on VXI products that have inline control fob and the LED presence indicator. This application supports VXi Unified Communications and USB products (see Table 1: Headsets Supported for more information).   





[bookmark: _Ref397523223][bookmark: Headsets_Supported]TABLE 1:  HEADSETS SUPPORTED
	Headsets Supported

	UC ProSet LUX 5031U+ USB Headset

	UC ProSet LUX 5010U+ USB Headset

	Envoy UC 3031U USB Headset

	Envoy UC 3010U USB Headset

	Envoy Office 2031U USB Headset

	Envoy Office 2010U USB Headset

	X200 and X200 based devices




[bookmark: Headsets_Supported_LED_Presence_Status]TABLE 2:  HEADSETS SUPPORTED LED PRESENCE STATUS
	Headsets Supported LED Presence Status

	UC ProSet LUX 5031U+ USB Headset

	UC ProSet LUX 5010U+ USB Headset


[bookmark: _Ref383070349]
[bookmark: Avaya_Soft_Clients_Supported]TABLE 3:  SOFT CLIENTS SUPPORTED
	Avaya Soft Clients Supported

	Current versions of Skype v.6.4 and higher
















[bookmark: Windows_Supported]TABLE 4:  WINDOWS (OS) SUPPORTED
	Windows Operating Systems (OS)

	Support for Windows Vista (32 Bit)

	Support for Windows Vista (64 Bit) 

	Support for Windows 7 (32 Bit)

	Support for Windows 7 (64 Bit)

	Windows 8 (64 Bit)

	Windows 8 (32 Bit)

	Windows 8.1 (64 Bit)

	Windows 8.1 (32 Bit)
















FEATURES DESCRIPTION

1. Presence status LED indication
ProSet LUX UC headset supports Presence status LED indication for soft clients which APIs provide presence status.

2. Call status indication
VXi devices support the call status indication on the device Inline control fob and on the LED presence indicator.

3. Accept incoming calls
Incoming soft client call can be answered by simply pressing the call control button on the supported VXi headset. 

4. End call
Any active call on the soft client can be terminated by pressing the call control button on the supported VXi headset.

5. Mute/unmute microphone
Active soft client call can be put on mute or unmuted by pressing the mute button on the supported VXi device.  The device mute state is synchronized with the mute state on soft client. It means, a call is muted by client GUI can be un-muted from the device and vice versa.
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