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BlueParrott VR11 - Technical Specifications

Specification

BlueParrott VR11 
The corded choice for voice-directed picking.

• Advanced noise cancelling improves productivity and reduces misunderstandings.
• High-quality audio receivers for accurate, easy-to-understand sound.
• Flexible microphone boom stays where you put it for optimal sound quality.
• Lightweight, comfortable design lets users focus on their work, not their headsets.
• High-quality materials and construction means they’re built to last.

© 2018 GN Audio A/S. All rights reserved.
® BlueParrott is a registered trademark of GN Audio A/S.

The Bluetooth® word mark and logos are registered trademarks owned by the
Bluetooth SIG, Inc. and any use of such marks by GN Audio A/S is under license. B
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Audio Speaker 36mm  
Speaker sensitivity 112 dB ± 3 dB/1 mW
Speaker impedance 300 Ω
Speaker max input power 100mW
Speaker frequency range 300-5000 Hz
Microphone type Low distortion, noise-cancelling electret
Microphone frequency range 50-10000 Hz
Microphone sensitivity -54 dB @ 1 kHz

Ease of use Paired devices N/A
Wearing style Over-the-head
App. support N/A
Features Advanced noise cancelling improves productivity and reduces misunderstandings.

High-quality audio receivers for accurate, easy-to-understand sound.
Flexible microphone boom stays where you put it for optimal sound quality.
Lightweight, comfortable design lets users focus on their work, not their headsets.
High-quality materials and construction means they’re built to last.
G-style (GN Netcom) Quick Disconnect.

Battery Talk time N/A
Standby time N/A
Power Nap for extended standby time N/A
Charging time N/A
Charging cable N/A
Battery capacity N/A
USB Charging Cable N/A

Connectivity Quick Disconnect G-style (GN Netcom) Quick Disconnect.
General Headset and/or charging case weight Headset: 70 grams (2.46 oz)

Headset dimensions Headset L 152  x W 139  x  D 56 mm (6.0  x 5.5 x 2.2 in)
Operating temperature ‘5° C to 50° C (41 F to 122 F)
Storage temperature ‘-10° C to 45° C (14 F to 113 F)
Materials Headset: PC/ABS, PC, silicon rubber, nylon, POM, stainless steel, foam, leatherette and 

TPU.
What’s included 1 BlueParrott VR11 headset,  quick start guide, warranty and warning leaflet
Certification CE, FCC, WEEE 
Warranty One year limited warranty

Engineered for superior communication in high-noise environments.


