
TECHNICAL SPECIFICATIONS

General info Box content Headset, protective bag, warranty and warning leaflets

Packaging dimensions (WxHxD) 172mm x 231mm x 48mm | 6.77in x 9.09in x 1.89in

Main unit dimensions (WxHxD) 136.2mm x 54.3mm x 178.7mm | 5.4in x 2.1in x 7.03in

Materials used Ear cushion soft audio foam covered in color-matched leatherette,
PC & PC/ABS plastic

Weight 125g | 4.4oz

USB cable length 1.5m | 4.9ft

Warranty 2 years

Audio Speaker size 28mm

Speaker max input power 30 mW

Speaker frequency range 20Hz - 20000Hz

Speaker bandwidth (music mode) 20Hz - 20000Hz

Speaker bandwidth (speak mode) 100Hz - 12000Hz

Speaker sensitivity 115db@1mW-1kHz

Microphone type 1 Analog MEMS and 1 Analog ECM

Microphone sensitivity -38BV/Pa / -33dBV/Pa

User hearing protection Jabra SafeTone™

Software & Apps Compatible software and/or apps Jabra Direct, Jabra Xpress

Fit & Comfort Form factor On-ear headband

Connectivity Connectivity USB-C

Extended info Operating temperature -10°C to 55°C | 14°F to 131°F

Storage temperature -5°C to 55°C | 23°F to 131°F

PRODUCT TYPE SKU DESCRIPTION

Products 100-55930000-02 Jabra Connect 4h - USB-C

TECH SHEET

CONNECT 4h
Professional calls, wherever you work. Engineered for clarity &
comfort from the first call to the last.

Flexible headset for flexible working› 2-microphone call technology›

28mm speakers for deep, rich sound› Advanced noise-isolating design›

Feather-light, soft, and comfortable›
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